


























2-Lane LRT System At-Grade
(LRT fanes may be on either side of the interstate)
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Elevated LRT System
(LRT may be on either side of the inters;a;g)

—
P

e

GENERAL PURPOSE LANES l GENERAL PURPOSE LANES ‘

=

1?6’ =5 6”




DA APISIBAY

M ApOoMUNQ aanoEag @

Ravinia Drive

| 'Dunwood

§
T
[
=
=3
g
[
-
o

_%% Station
‘?ﬂ Hammond Drive el'imete
g oad
Stanon(
[ - "“’
| R R R
Station (Alt) Desve’ P Aol Stati
GA 400 Center
| Station (Alf) Station
(Aly)
%’ e
3 g
P
Q
LEGEND
(map not to scale)
£
Preferred Transit Station Location (as identified in ARC’s |-285 Transit Corridor Study) (\V Managed Lanes Access Point (as identified in Georgia DOT’s Managed Lane System Plan)

Preferred Transit Route (as identified in ARC’s |-285 Transit Corridor Study)

Alternate Transit Station (as identified in ARC’s 1-285 Transit Corridor Study)
Alternate Transit Route (as identified in ARC’s |-285 Transit Corridor Study)

s Primary Roadways Secondary Roadways

Managed Lanes System (as provided in Georgia DOT’s Managed Lane System Plan)

MARTA Line and Station (existing)

Local Transit Station (existing)

- The Light Rail Transit (LRT) routes and station locations, as well as the access points for the Managed Lanes System displayed above were previously identified in the

Atlanta Regional Commission’s I-285 Transit Corridor Study and Georgia DOT’s Managed Lanes System Plan.

= This information will serve as a starting point for the team in developing the alternatives for revive285 top end.




Elevated 2-Lane LRT system
with At-Grade 4-Lane Managed Lane System
(LRT may be on either side of the interstate)

Center-Elevated 4-Lane Managed Lane System
with At-Grade 2-Lane LRT System Along One Side
(LRT may be on either side of the interstate)
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Center-Elevated 3-Lane Reversible Managed Lane System
with At-Grade LRT System Along One Side
(LRT may be on either side of the interstate)
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